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E X C E L L E N C E  I N  E N T  C H A I R S  

R e s i s t a n t

C om f o r t a b l e

To t a l l y

e l e c t r i c a l



A C C E S S I B L E  S Y S T E M

T h e  p a t i e n t  c a n  b e  t u r n e d  w i t h  g r e a t  s a f e t y,  s t a b i l i t y  a n d 

s m o o t h n e s s  d u e  t o  i t s  h i g h  r e s i s t a n c e  b e a r i n g s  o f  c o n i c a l  r o l l e r s .

I t  h a s  a  d o u b l e  l e v e r  b r a k i n g  s y s t e m ,  p l a c e d  o n  e i t h e r  s i d e  o f 

t h e  s e a t ,  t o  a v o i d  t h e  d o c t o r  w a s t i n g  t i m e  m o v i n g  a r o u n d  t h e 

p a t i e n t .

T h e  3 0 0 º  t u r n  f a c i l i t a t e s  t h e  e x a m i n a t i o n  o f  b o t h  e a r s .

FOLDING ARMRESTS

Th e y  a r e  c o m p o s e d  o f  a  s t a i n l e s s  s t e e l 

a x l e  p a d d e d  w i t h  wa s h a b l e  p o l y u r e t h a n e. 

Th e y  f o l d  d o w n  c o m p l e t e l y  t o  p r o v i d e 

m o r e  c o m f o r t  f o r  p a t i e n t s  w i t h  r e d u c e d 

m o b i l i t y  a n d  f o r  l a t e r a l  o b s e r v a t i o n s 

a n d  p r a c t i c e s .

STRONG HEADREST

Pe r f e c t l y  d e s i g n e d  t o  ke e p  t h e  h e a d  o f 

t h e  p a t i e n t  i n  t h e  r e q u i r e d

p o s i t i o n  d u r i n g  t h e  e x a m i n a t i o n .

A d j u s t a b l e  i n  h e i g h t  a n d  i n c l i n a t i o n , 

i t  i n c o r p o r a t e s  a  q u i c k  r e m o va l  s y s t e m 

w h i c h  f a c i l i t a t e s  t he  execu t i on  o f  pos i -

t i o n a l  t e s t s  and  rou t i ne  p ra c t i c e s. 

[  OP-S8 ]
A N  E R G O N O M I C  P R O D U C T

Th e  O P TO M I C  c h a i r s  d e s i g n  i s  b a s e d  o n  t h e  s e a r c h  f o r  t h e  c o m f o r t  o f 

t h e  p a t i e n t  a n d  e r g o n o m i c s  d u r i n g  e x p l o r a t i o n .  T h i s  i s  t h e  r e a s o n 

t h e  g e o m e t r y  o f  i t s  s t r u c t u r e  a d a p t s  t o  a c h i e v e  t h e  o p t i m u m  d i s t a n c e 

b e t w e e n  p a t i e n t  a n d  d o c t o r  i n  e v e r y  s t e p  o f  e x a m i n a t i o n  a n d

t r e a t m e n t .



OP-S8

HIGH RESISTANCE AND SMALL 
S IZE

T h e  O P - S 8  c h a i r  h a s  a  c o m p l e t e l y  e l e c t r i c a l 

s y s t e m  f o r  t h e  m o v e m e n t  o f  t h e  f o o t r e s t 

a n d  l e g r e s t ,  w h i c h  i s  s y n c h r o n i z e d .

T h e  l e g r e s t  i s  c o n c a v e  t o  h o l d  t h e  p a t i e n t s 

c a l v e s  f o r  g r e a t e r  c o m f o r t  a n d  r e l a x a t i o n .

T h e  r a n g e  o f  t h e  b a c k r e s t  m o v e m e n t  g o e s 

f r o m  8 0 º  t o  t h e  Tr e n d e l e n b u r g  p o s i t i o n .

< FOOTREST, 
LEGREST AND 
BACKREST >

A  P R E C I S E  S Y S T E M

A  p e d a l  f a c i l i t a t e s  t h e  p e r f e c t  c o n t r o l  o f  t h e  c h a i r.  I t  a c t i v a t e s 

t h e  u p  / d o w n  a n d  i n c l i n a t i o n  m o v e m e n t s .  I t  h a s  t w o  m e m o r i e s 

f o r  u s e r  p e r s o n a l i z a t i o n .



The OPTOMIC OP-S8 chair is designed and manufactured using the best materials and most modern technologies. OPTOMIC’s philosophy 

is based on the idea that both patient and doctor must be able to find a comfortable and safe position, to avoid unnecessary fatigue 

during an examination or surgical treatment.
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 OP-S8
UP / DOWN MOVEMENT    

BACKREST AND LEGREST MOVEMENT

PROGRAMMABLE MEMORIES

MOVEMENT CONTROL      

UPHOLSTERY

FIRE PROOF CLASS 

FOOTREST

ARMRESTS

HEADREST 

CHAIR ROTATION 

TRENDELENBURG POSITION 

BACKREST ANGLE     

SEATING HEIGHT   

MAINS CONNECTION

DIMENSIONS (BETWEEN BASE TRIMS)

MAXIMUM LOAD 

Electrical

Electrical

7 memories (6 programmable + Trendelenburg)

2 keypads on the backrest + Foot-operated joystick

PUR melting, no seams, latex free, washable

Fire proof NºUL94HB

Metallic with automatic fold-down

Folding armrests

Adjustable headrest, variable height and 

inclination. Removable.

300º with brake on either side  

-10º inclination

From 80º to 190º

Max. 900 mm - Min. 520 mm

110/240v - 50-60Hz

600mm (w) x 730mm (h) 

200Kg

80º a 180º

10
º

M
ÁX

. 9
1 c

m
s.

M
ÁX

. 8
7

M
ÍN

. 5
7

53

53

R. 75 cms.

MÁX. R. 115 cms.

MÍN. R. 78 cms.

Completely motorized
Ergonomic
Robust

DESIGNED BY ENT SPECIALISTS
FOR ENT SPECIALISTS

OP-S10ENT Chair

OPTOMIC ESPAÑA S.A. reserves all rights to modify partially or totaly, without previous notice, the characteristics of the present lea�et.

DISTRIBUT0R:

OP-S10 TECHNICAL SPECIFICATIONS

 PROGRAMMABLE MEMORIES
 CONTROLS 
 SAFETY BLOCKING
 EMERGENCY STOP
 ARMRESTS 
 UPHOLSTERY
 HEADREST 
 TRENDELENBURG POSITION
 80º NASAL EXAMINATION POSITION
 SLIDING BACKREST
 ELECTRIC RISING MOVEMENTS 
 ELECTRIC RECLINING MOVEMENTS 
 MAXIMUM LOAD
 ROTATION BRAKE
 ROTATION DEGREES
 EXTERNAL POWERBOX SUPPLY
 CONNECTION BETWEEN POWERBOX AND CHAIR
 MAXIMUM POWER (WITHOUT EXTERNAL DEVICES)
 BACKREST ANGLES
 ELEVATION HEIGHTS
 MAXIMUM DIMENSIONS (EXTENDED)
 WEIGHT OF THE EQUIPMENT 
OPTIONAL ACCESSORIES
 EXTERNAL DEVICE CONTROL
 MOTORIZED ROTATION
 LCD DISPLAY 
 EXAMINATION MONITOR 
 INTEGRATED CAMERA IN MONITOR 

 FRONTAL EXAMINATION SPOTLIGHT 
 COLD LIGHT SOURCE 

 ADJUSTABLE HEADREST

4 (Up to 36 for 9 users, optional)
4 reduntant keyboards with washable membrane

Stop and safety in a single key
E-stop button

Polyurethane covered folding armrests
Flexible integral polyurethane (available in several colours)

Quick-removal straight headrest
Pre-programmed movement
Pre-programmed movement

Synchronized with movement
6.000Nm linear actuator
4.000Nm linear actuator

180kg
145Nm permanent electromagnetic brake (Neodymium)

270º with mechanical buffers
110-240V/50-60Hz 

21V, 33V, video and communication signal
400VA

80º minimum – 190º maximum
530mm minimum - 910 mm maximum

620 (w) x 1.200 (h) x 1.200mm (l)
108kg

4 connectors (On/Off )
Pendular vestibular rotational tests

User selection. Warnings and chair status  information
8’ TV/VGA tactile Monitor 

1/3” CCD - 490 TV lines high resolution
High brightness and great colour reproduction

Composite video and S-VHS output in powerbox for secondary monitor
35w halogen – cooled

150w halogen
Storz type connection

2nd lamp for quick change
100mm radius depth and height adjustment

ENT Chair with Integrated Videoendoscopy Unit for Exams
and Vestibular Tests
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 LCD DISPLAY 
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 ADJUSTABLE HEADREST

4 (Up to 36 for 9 users, optional)
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Stop and safety in a single key

E-stop button

Polyurethane covered folding armrests

Flexible integral polyurethane (available in several colours)

Quick-removal straight headrest

Pre-programmed movement

Pre-programmed movement

Synchronized with movement
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145Nm permanent electromagnetic brake (Neodymium)

270º with mechanical buffers
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400VA
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530mm minimum - 910 mm maximum

620 (w) x 1.200 (h) x 1.200mm (l)

108kg

4 connectors (On/Off )

Pendular vestibular rotational tests

User selection. Warnings and chair status  information

8’ TV/VGA tactile Monitor 

1/3” CCD - 490 TV lines high resolution

High brightness and great colour reproduction

Composite video and S-VHS output in powerbox for secondary monitor

35w halogen – cooled

150w halogen

Storz type connection

2nd lamp for quick change

100mm radius depth and height adjustment
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 ADJUSTABLE HEADREST

4 (Up to 36 for 9 users, optional)

4 reduntant keyboards with washable m
em
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Stop and safety in a single key

E-stop button

Polyurethane covered folding arm
rests

Flexible integral polyurethane (available in several colours)

Quick-rem
oval straight headrest
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6.000Nm
 linear actuator

4.000Nm
 linear actuator
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108kg

4 connectors (On/Off )

Pendular vestibular rotational tests

User selection. Warnings and chair status  inform
ation

8’ TV/VGA tactile Monitor 

1/3” CCD - 490 TV lines high resolution

High brightness and great colour reproduction

Composite video and S-VHS output in powerbox for secondary monitor

35w halogen – cooled

150w halogen

Storz type connection

2nd lam
p for quick change

100m
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 radius depth and height adjustm
ent
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S p e c i f i c a t i o n s  a r e  s u b j e c t  t o  c h a n g e  w i t h o u t  n o t i c e


